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LIZHOU

Wuxi Huifeng Machinery Co., Ltd. is a member of China light and
small transport vehicles Association, “LIZHOU" brand hand pallet
trucks, electric pallet trucks, electric pallet stackers, light duty
forklift trucks, light electric towing tractors and other small
transport vehicles, adopting the foreign advanced technology,
with decades of experience in design, selection of high quality
component parts, painstakingly created a variety of models to fill
the domestic blank, win the best product quality in material

handing industry.

Our factory was established in 1996, it occupies more than 40,000
m’ areas. We have passed 1S09001:2000 international quality
system certificate and CE authentications. Also our company
have got China export license and production license. Our main
products have obtained the quality guarantee by the Chinese

People's Insurance Company (PICC).

Our “LIZHOU" brand all kinds of compact transport vehicles, are
small size, light weight, no pollution and no noise, easy to
operate, and with very reliable and balanced lift performance.
can be fully loaded and worked inside elevators. Safety and
Reliability. Can be widely used in workshops, warehouses, people
bank warehouse, warehouse-style shopping malls and other

occasions, quick loading and unloading of cargo, handling,

stacking and mechanized operations, especially on the pipeline
and distribution components of the food industry, pharmaceu-
tical industry, electronics industry, the postal system, automobile
and motorcycle industry. Our machines can play a good role in
handling materials such in the narrow channel and on the light

load floor.

Our “LIZHOU” brand compact handling machines are the ideal
equipments to improve production efficiency, reduce labor
intensity, welcome customers both at home and abroad to play a
visit to us. We are committed to the manufacturing of good
quality products and supply good service for our customers

worldwide.

www.lizhouforklift.com

The main Characteristics
(Why choose “LIZHOU"?)

High-efficiency, Energy-saving

The most advanced MOS control speedless system, energy efficient, significantly improve the battery working life.

Easy to operate

Adopting human ergonomic design and intensive operation, simple, convenient and flexible to use.

Use comfortable

New designs, new materials, new accessories and components to make our machines more quieter, more smoother and more durable.

Safety and environmental protection
Battery as a power source, safety and environmental protection.

Can easily operate.

Specially designed

According to the conditions required, we can make the special design of various types of customized machines.

Content

Mini Electric FOrKIift CPD-F SEIES .......ouiieiiiiii ittt ettt ea e P1
Rider-on Seated Electric Towing Tractor QD-B(H) SEIES .....etuininiitiiit i et re e eaaaaes P3
Stand-on Electric Towing Tractor QD-S(H) SEIIES .. ..uiniitiniii e e e ettt e et e et et e e e e e enaaaans P4
Semi-electric Electric Stacker CBS SEI@S ........oiuiiiiiiiiiiiii e P5
Full Electric Pallet Stacker CDD-F SIS ........c.iuiiniuiiiiiiiiiii et aas P6
Full Electric Pallet Stacker CDD =G SEIIES .......c.iiuiuiiniiiiiiiii ettt e a e e e eaes P7
Counter-balanced Power Stacker CPD-SB SEIES ..........cc.viuiiiiiiiiiiiiiii e P8
Electric Reach Stacker CQD-B SEIIES .......ouiiuiuiiniiiiiiii e P9
Electric Reach Truck CQID-Z SEIIES ......iiuiuiitiiiiii ittt a et e e aeaes P10
Electric Aerial Order Picker CBG SEIIES ........iiuiuiiiiiiiiiii e P11
Electric Self-propelled Aerial Order Picker CDG SEIES .......vuininininititt et ettt et et et ettt e e e e e enetenesesereranannes P12
Full Electric Pallet Truck CBE-F & CBE-G SIS ........iviuiiiiiiiiiiiiiii et eaas P13
Heavy Duty Full Electric Pallet Truck CBE-H SEIIES ......iuintitiii ittt et et et e et e e e e aenens P14
Heavy Duty Full Electric Pallet Truck CBE-TOB & CBE-TOZ SEIES .. .cututtinintitinititeiet ettt eeeet ettt eneneeteenereenenaanens P15
NON-StANAArd Lift TRUCKS ...eutitititi ittt ettt et et eae e P16




LIZHOU www.lizhouforklift.com

CPD-F ELectric Mini Forklift C€ CPD-F Electric Mini Forklift

|

M Features:

Tight small and flexible structure;

Driving with seat is comfortable and convenient;
Safe braking is reasonable and reliable;

It is suitable for small tonnage and small occasion;
No pollution and no noise;

DC motor, AC motor is optional.

A Super Low Mast A Special Load Carrier
Wy ©
A L3 J—i‘l
A CPD-1.0F J [ H ;ﬁ .
= ! E
A CPD-1.5F $ H H ‘ H Hﬁ
B Mast Specifications A With Clamp A Special Load Attchment
B Technical Specifications 2-Stage High-Visibility Mast
Model Unit CPD-0.5F CPD-0.75F CPD-1.0F CPD-1.5F Lifting Capacity Overall Height of Mast Free Lift Mast Tilt Angle
Capacity Q kg 500 750 1000 1500 Mast Lifting 0.5t 0.75t 1.0t 1.5t 0.5-1.0t 1.5t 05-1.0t | 1.5t [0.5-1.0t [ 1.5t
Load center € mm 450 450 450 500 Model Height 3-Fulcrum s d Extended ., d Extended 3-Fulcrum 3-Fulcrum
Power type Battery Battery Battery Battery ode Lifting Capacity at 500mm Load Center owere With Backrest owere With Backrest | Without Backrest (a/B) (a/B)
Wheel (front/rear) Super elastic Super elastic Super elastic Super elastic mm Kg Kg Kg Kg mm mm mm mm mm mm ° o
Dimension of front wheel ©267x127x165.1 @267x127x165.1 ©267x127x165.1 ©330x127x165.1 2M290 2900 500 750 1000 1500 1955 3635 2050 3720 110 145 2/5 2/5
Dimension of drive wheel ©267x127x165.1 @267x127x165.1 ©267x127x165.1 ©330x127x165.1 5M300 3000 500 750 1000 1500 5005 3675 5180 3780 110 145 /5 2/5
';'rf:;”ligﬂ?:;g:;ght }:‘2‘1 mz ?zgg ?;gg ?288 ?ggg 2M320 3200 500 750 1000 1450 2080 3680 2200 3800 110 145 2/5 2/5
Fork length B mm 800 (1000) 800 (1000) 800 (1000) 1000 (1150) 2M330 3300 480 720 980 1420 2150 3915 2210 4220 110 145 2/5 2/5
Single fork width W3 o 100 100 100 100 2M360 3600 460 700 950 1400 2305 3975 2300 4520 110 145 2/5 2/5
Type of lifting Electric Hydralic Electric Hydralic Electric Hydralic Electric Hydralic 200 000 G5 o0 £00 200 0 ) 2500 20 11 L 22 2
Speed of Iifting- mm/sec ?200 ‘>200 ->200 ?230 2-Stage Wide-View Full Free Mast
Speed of lowering adjustable adjustable adjustable adjustable
Title of mast (forward/backward) o/p < 2°/5° 2°/5° 2°/5° 2°/5° Lifting Capacity Overall Height of Mast Free Lift Mast Tilt Angle
Height of mast lowered h1 mm 2080 2080 2080 2180 Mast Lifting 0.5t 0.75t 1.0t 1.5t 0.5-1.0t 1.5t 0.5-1.0t 1.5t 0.5-1.0t | 1.5t
Height of mast extended h4 mm 3680 3680 3680 3780 Model Height 3-Fulcrum Lowered Extended Lowered Extended 3-Fulcrum 3-Fulcrum
Height of overhead guard h5 mm 1900 1900 1900 1980 Lifting Capacity at 500mm Load Center With Backrest With Backrest | Without Backrest (a/B) (a/B)
Height of seat from ground h6 mm 850 850 850 900 mm Kg Kg Kg Kg mm mm mm mm mm mm ° °
Length of the fork face (without forks) L1 mm 1260 1290 1350 1738 2FFM290 2900 500 750 1000 1500 1955 3635 2050 3720 1450 1450 2/5 2/5
Overall width Wi mm 800 800 800 1018 2FFM300 3000 500 750 1000 1500 2005 3675 2180 3780 1500 1500 2/5 2/5
Turing radius Wa mm 1150 1150 1240 1500 2FFM320 3200 500 750 1000 1450 2080 3680 2200 3800 1600 1600 2/5 2/5
Thread (Front wheel) mm 860 860 880 915 2FFM330 3300 480 720 980 1420 2150 3915 2210 4220 1650 1650 2/5 2/5
Thread (Rear wheel) mm 940 940 1030 1180 2FFM360 | 3600 460 700 950 1400 2305 3975 2300 4520 1800 1800 2/5 2/5
Wheelbase Y mm 660 660 660 1188 2FFM400 | 4000 439 670 900 1200 2505 4175 2500 4920 2000 | 2000 2/5 25
Ground clearance mm 90 90 90 90
Driving brake Mechincal Drum Mechincal Drum Mechincal Drum Mechincal Drum 3-Stage Wide-View Full Free Mast
Parklr.mg brake Hand Bfake Hand Bfake Hand Br.ake Hand Bra.ke Lifting Capacity Overall Height of Mast Free Lift Mast Tilt Angle
Steering system Mechnical Mechnical Mechnical Hydraulic e
" - - " - Lifting 0.5t 1.5t 1.5t 0.5-1.0t
Type of drive Electric Motor Electric Motor Electric Motor Electric Motor Mast .
Drive speed (load/unload) km/h 65/78 63173 6.0/7.0 6.5/75 Model Height 3-Fulcrum Lowered Extended _3-Fulcrum 3-Fulcrum
Speed control MOFSET MOFSET MOFSET MOFSET at 500mm Load Center With Backrest Without Backrest (a/B)
Gradeability % 8 8 8 8 iy Kg iy Anin A °
Battery AH D-210AH/24V D-280AH/24V D-385AH/24V D-300AH/48V 3FFM435 4350 1320 1980 5270 1420 2/5
Weight of battery kg 240 320 390 420 3FFM450 4500 1280 2010 5430 1450 2/5
Weight of truck (including battery) kg 1250 1380 1550 2650 3FFM480 4800 1200 2130 5720 1570 2/5
Driving motor kw 2 2 2 3 3FFM500 5000 1160 2210 6120 1620 2/5
Lifting motor kw 3 3 3 5 3FFM540 5400 1040 2380 6420 1820 2/5

Remark: 1.Special lifting height available. 2. Attachment available.
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QD-B(H) Seated Towing Tractor

B Features
The all-new QD-B towing tractor has automotive style controls making them
every operator’s first choice;
It is equipped as standard with four wheel hydraulic drum brakes, all round
suspension, regenerative braking and fully adjustable acceleration/deceleration;
The QD-B is capable of towing loads of up to 5 tonnes and with a battery change
system which can be added with minimum costs to enable this tractor to work 24
hour shift patterns with ease;
With the motor and controller being fully sealed this tractor is suitable to work in
hostile conditions of wet or dust.

H Technical Specifications

Model Unit QD-20B QD-30B QD-50B
Towing capacity kg 2000 3000 5000
Briving metor W DC-24V-2000W DC-24V-2000W DC-24V-3000W
Seperated Excited 52 60min | Seperated Excited 52 60min | Seperated Excited 52 60min
A QD-30B Battery D-240A 24V D-300A 24V D-350A 36V
Travel speed 0~7 0~7 0~7
Controller type MOSFET MOSFET MOSFET
Working time hours 6 6 6
Min. Turning radius R | mm 1000 1380 1380
Operation type Rider seated Rider seated Rider seated
Min. Under-clearance mm 85 85 85
Steering wheel mm White Rubber White Rubber White Rubber
2267x127 2267x127 2267x127
Drive wheel mm @330x165 @330x165 @330x165
Overall length L| mm 1490 1630 1700
Overall width W | mm 820 820 820
Overall height H| mm 1350 1350 1350
A With Trailer A Flexible Draw Bar Service weight kg 1150 1450 1580
B Features
This QD-BH towing tractor is updated version from QD-B with rear driven system;
Safe automotive controls and steering wheel eliminate hand injuries and carpal
tunnel syndrome hazards associated with twist grip controls;
This tractor truck uses stepless speed regulating system controlled by MOS tube
and is highly efficient and energy saving;
It is comfortable for the operator to drive this truck;
Characterized by high carrying capacity, this tractor truck is an important carrier
for conveying luggage or cargoes in airports, railway stations, factories, and postal
services, etc.
H Technical Specifications
Model Unit QD-20BH QD-30BH QD-30BH(AC)**
Towing capacity kg 2000 3000 3000
Driving motor W DC-24V-2000W DC-24V-2000W DC-24V-2200W AC
Ba.tti.ery D-240A 24V D-300A 24V D-300A 36V A QD-30BH
Driving speed km/h 0~6.5 0~6.5 0~7.5
Controller type CURTIS solid-state speed C3-250A
Working time Hours 6 6 6
Min. Turning radius R | mm 1000 1850 1850
Operation type Rider seated Rider seated Rider seated
Min. Under-clearance mm 85 85 85
X White Rubber White Rubber White Rubber
Steering wheel mm
©267x127 D267x76 §267x76
Drive wheel mm ?330x165 ©330x114 ?330x114
Overall length L | mm 1490 1700 1700
Overall width W | mm 820 800 800
Overall height H | mm 1350 1240 1240
Service weight kg 1150 1450 1580 A With Protective Shield A Flexible Draw Bar
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QD-S(H) Stand-on Electric Towing Tractor

M Features

This QD-S stand-on towing tractor uses the same battery 24-volt as seated

tractors, as a result, you can upgrade your fleet of tractors at a minimal cost;

Safe automotive controls and steering wheel eliminate hand injuries and carpal

tunnel syndrome hazards associated with twist grip controls;

Special design's the space lets driver's work be more relaxed comfortably.

H Technical Specifications

Model Unit QD-20S QD-30S QD-40S
Towing capacity kg 2000 3000 4000
Driving motor W DC-24V-2000W (Separatedly Excited Motor)
Battery D-240A 24V D-300A 24V D-300A 24V
Battery charger A 40 45 45
Driving speed km/h 7 7 7
A QD-30S Controller type MOSFT Automatic Transmission
Working time Hours 6 6 6
Min.Turning radius R [ mm 1000 1380 1380
Operation type Stand-on Stand-on Stand-on
Min. Under-clearance mm 85 85 85
Stand-on plate height mm 230 230 230
Steering wheel ©210x80 @210x80 @210x80
Drive wheel ?250x90 ?250x90 @250x90
Overall length L | mm 1490 1690 1790
Overall width W | mm 820 820 820
Overall height H | mm 1350 1350 1350
A OEM forTCM A Glass Reinforced Plastic Cover service weight kg 1150 1450 1560
M Features
With traction capacity of 2000kgs to 3000kgs, the QD-30SH towing tractor truck is
mainly used to transport large amounts of goods in a workshop or among workshops;
This QD-SH stand-on tractor uses the same battery 24-volt as seated tractors, as a
result, you can upgrade your fleet of tractors at a minimal cost;
Safe automotive controls and steering wheel eliminate hand injuries and carpal
tunnel syndrome hazards associated with twist grip controls;
Special design's the space lets driver's work be more relaxed comfortably.
HTechnical Specifications
Model Unit QD-20SH QD-30SH
Towing capacity kg 2000 3000
Driving motor w DC-24V-2000W DC-24V-2000W
Battery D-240A 24V D-300A 24V
A QD-30SH
Driving speed km/h 7 7 Q
Controller type MOSFET MOSFET
Working time Hours 6 6
Min.Turning radius R | mm 1000 1380
Operation type Stand-on Stand-on
Min. Under-clearance mm 85 85
Steeri heel White Rubber White Rubber
S mm @267x127 ©267x127
Drive wheel mm @330x165 @330x165
Overall length L| mm 1490 1490
Overall width W[ mm 820 820
Overall height H| mm 1350 1350 . . ) .
Service weight kg 1150 1450 A With Germany FREITiller =~ A With Flexible Draw Bar
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CBS Semi-Electric Stacker
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A Standard Type

The CBS semi-electric stackers are designed to
operate in narrow passage and limited space, and
are ideal facilities to load/unload and stack goods
in stacking warehouse, supermarket and workshop
etc. These trucks can be moved and operated
easily and swiftly, with similar function to the
electric stackers.

M Features:

Remote control, three light LED charge status indicator, and
easy to read illuminated battery status voltmeter included;

Equipped with safety screen and floor lock;

With a minimally charged battery, unit can be used even
while plugged in and recharging;

Features reinforced frame and base, double chain, lift
support, heavy-duty pump, ergonomic handles.

A With Adjustable Forks A Drum Tilter & Handler

A CBS1.0

B Technical Specifications
Model Unit CBS1.0 CBS1.2 CBS1.5
Rated capacity kg 1000 1200 1500
Load center mm 600 600 600
Lifting height H2 | mm 1600 (single mast) 2500/2900/3300 (Double mast)
Height with forks lowered H1 | mm 90 90 920
Min. Turning radius R | mm 1370 1370 1420
Front hang E| mm 350 350 390
Wheelbase D | mm 1225 1225 1275
Overall length LT | mm 1725 1725 1775
Overall width W2 [ mm 870 870 920
Overall height H3 [ mm 1965(single mast) /1765/1965/2165(double mast)
Height with mast extended mm 1965 (single mast)/1765/1965/2165(double mast)
Fork size L2XW3xH4 | mm 1150x160x70 1150x160x70 1150x160x70
Fork width W2 | mm 560 560 560
Fork inside width mm 240 240 220
Lifting speed (laden/unladen) mm/s 80x130 80x130 80x130
Lowering speed (laden/unladen) | mm/s 110/90 110/90 110/90
Service brake Foot brake
Load wheel mm @80x70 @80x70 ?80x70
Counter balanced wheel mm ?180x50 218050 ©200x50
Lifting power pack kw 1.6 1.6 2.0
Battery V/AH 12/120 12/120 12/150
Weight kg | 400 (single mast) 480/510/540 (double mast) | 440/510/530/550

Remark: 1. Spercial lifting height is available.

2. Special attachment is available.

CDD-F Electric Pallet Stacker

A CDD-15/2.5F

The CDD-F series electric stacker is a kind of
industrial handling truck driven by electric motor.
This wheel type handling truck is applicable to the
loading, unloading, stacking and short distance
transport of palletized goods. It is rationally designed
and is convenience to operate. It is an indispensable
device in pallet and container transport, and is
widely used in workshops, warehouses, logistics
centers, distribution centers, ports, station, airports,
cabins, and large containers.

M Features:
Reinforced heavy duty mast material;

Double cylinder are mounted on both side for wide view
while loading and transporting;

Low noise, no pollution, and high reliability;

Imported electric control unit and hydraulic unit made in
Europe;

High stability and good operating flexibility;

Traditionally international style.

www.lizhouforklift.com
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A Special Load Forks A StraddleLegType A Walkie Type A With Crane Jib
H Technical Specifications
Model Unit CDD-10/2.5F CDD-15/2.5F CDD-0.75/4.5F
Load capacity Q| kg 1000 1500 750
Max. lifting height H3| mm 2500 2500 4500
Load center mm 500 500 500
Min. Heihgt with forks lowered H2 | mm 90 90 90
Single fork width mm 160 160 160
Single fork length/width ~ L2/W3 | mm 1150/560 1150/560 1150/685
The mast frame/oil cylinder form Double mast Triplex Mast
Travel speed (laden/unladen) km/h 6.0/5.0 6.0/5.0 6.0/4.5
Lifting speed (laden/unladen) mm/s 120/100 120/100 120/80
Lowering speed (laden/unladen) | mm/s <600 <600 <600
Driving wheel PU mm ©260x90 ©260x90 @260x90
Load wheel PU mm ?80x68 ?80x68 ?80x68
Balance wheel PU mm D160x60 D160x60 @160x60
Drive motor w 750 750/1200 1200/1500
Power pack w 2200 3000 3000
Battery Ah D-210 D-210 D-210
Control form Stand-on Stand-on Stand-on
Control system CURTIS CURTIS CURTIS
Min. Turning radius Wa| mm 1640 1640 1700
Overall dimensions ~ L1XW1xH1| mm | 2060x840x1860 | 2100x840x1860 | 2100x900x1960
Self weight kg 900 920 1280

Remark: 1.Spercial lifting height is available.

3. Can be with armrest and forged forks.

2. Germany origin imported REMA, FRE! tiller is option.

4. Straddle leg and pedestrain operated stackers are also available.
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